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GENERAL DESCRIPTION - a range of mesh lampguards to prevent animals burning themselves on lamp fittings. The fixing
brackets are hinged to make lamp replacement easier.

SPECIAL PRECAUTIONS

A mesh grille should be fitted to protect animals that could access the lamp. Ensure lamp is turned off before fitting. Follow
all instructions provided.

LUMINAIRE DIMENSIONS

COPIRIGHT & CORRDENTIAL AP4.3A 12008

N2 x cable exifs on one side
size 6x6

_Axhinged brackets  2xcable exils centre of each end/
/ Size 6x6
4x4.2mm dia fixing holes, o /’

N\ A A+50 [B+50 [C+50 ]
RALGFO aw 410 50 50 200

RALGFI V41 5W 507 30 50 300

RALGPZ | 18/24W e57 50 EZ 400

RALGP3 25W 807 50 E3 500

RALGP4 | 30/39W 557 50 50 550

RALGPS 36/38/54W 1257 S0 50 750

Flood 24W 400 160 50 250

Flood 55W 600 160 50 350

MATERIAL 23swg Bmm x Smm minimum stainless steel mesh
rpamnt

FINISH: S
To be supplied with 4 off M3.5x 12 wood screws
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MEASUREMENTS (based

on supplied lamps)

Length Compatible products

mm
RALGPO 410(8W Pro T5, Mini UV-B Kit, 8W -14W T8
RALGP1 510|15W T8
RALGP2 660(24W Pro T5, 24W T5, 15-20W T8
RALGP3 810|25W T8
RALGP4 960(39W Pro T5, 39W T5, 30W T8
RALGP5 1260|54W Pro T5, 54W T5, 36-40W T8

COLOUR SPECTRAL CHART wavelength nm
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|COLOUR RENDER INDEX CHART

|TEST EQUIPMENT

Power drawn Everfine HAAS 1200 array spectroradiometer

Lumen output Everfine HAAS 1200 array spectroradiometer

Colour temperature Everfine HAAS 1200 array spectroradiometer

Lux Iso-Tech Light Meter model 1335

PAR Apogee PAR meter model MQ-500

UVA Solarmeter UV Index model 6.5

UVvB Solarmeter UV Index model 6.5

uvcC Solarmeter UVC meter model 8.0

Energy eff. Calcs EU reg 874/2012 Energy labelling of electrical lamps and luminaires
ADDITIONAL PARTS

HARMONISED STANDARDS

RoHS
EN50581:2012



